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1" TO 2" OVERFILL (FINAL GRADE)

NON-WOVEN GEOTEXTILE
LAYER (IF REQUIRED)

COMPACTED SUBGRADE
SLOPE SLOPE (DEPTH IS BASED PER
(M‘N 2%) (M'N 2%) ENGINEER'S

SPECIFICATIONS)

ENVIROGRID FILLED
WITH INFILL

CROSS SECTION (COMPACTED PER
ENGINEER'S SPECIFICATIONS)

MANUFACTURER NOTES:

1.
2.

3.
4.
5.

DESIGN & INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH PROJECT SPECIFICATIONS.

SUGGESTED INFILL MATERIALS: ANGULAR ROCK, SANDY SOIL AND/OR NON-CLAY BASED SOIL, RECYCLED ASPHALT OR CONCRETE.
(NOT LIMITED TO THESE)

FOR WET NATIVE SOIL TYPICAL SUB-BASE IS 6 TO 12 INCH OFF CLEAN STONE.

BASED ON THE APPLICATION, THE CELL DEPTH CAN BE 3", 4", 6" OR 8". (6" OR 8" FOR HEAVY LOADS)

CROWN IS NOT NEEDED. WATER WILL FLOW THROUGH ENVIROGRID.

NOTES:

1.
2.
3.
4.

5.

INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

DO NOT SCALE DRAWING.

THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN PROFESSIONALS
FOR PLANNING PURPOSES ONLY. THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.

ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY
THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.

CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER

REFERENCE NUMBER 4812-093.
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