g € CRAWL SPACE WALL ATTACHMENT
WITH NYLON FASTENERS

INDUSTRIES, INC.

STEP 1
APPLY DOUBLE SIDED FAB STEP 7
TAPE BETWEEN WALL AND PRESSURE SENSITIVE TAPE
VAPOR RETARDER o WILL BE APPLIED ALONG
»” OVERLAP TO SECURE FLOOR
VAPOR RETARDER TO WALL
STEP 2 ) VAPOR RETARDER

DRILL HOLES THROUGH FAB *(OPTIONAL)*
TAPE INTO CONCRETE AT
3' CENTERS FOR PLACEMENT

OF FASTENERS STEP 6

APPLY DOUBLE SIDED FAB
TAPE ALIGNED WITH TOP
EDGE OF FLOOR VAPOR

STEP 3 ~ W .~ " | RETARDER AND SECURE
APPLY VAPOR RETARDER Y319 s s e FLOOR VAPOR RETARDER TO
TO FAB TAPE PLACING o o o WALL VAPOR RETARDER
VAPOR RETARDER ALONG B s 5 et 5 et
THE WALL AND ABOUT
12" ALONG THE FLOOR

STEP 5
FLOOR VAPOR RETARDER
STEP 4 WILL BE APPLIED ACROSS
INSTALL NYLON EXPANSION THE FLOOR AND RUN UP
FASTENERS TO SECURE THE WALL 12"
WALL VAPOR RETARDER
TO CONCRETE

NOTE: This document does not attempt to address all aspects of an installation for all applications. The information presented is
general information in order to familiarize the individual with the overall scope of the project.




