REMOVAL/INSTALLATION INSTRUCTIONS:

1. REMOVE DECORATIVE SLEEVE (NOT SHOWN)
2. INSTALL THE 1/2"-13 EYE BOLT INTO TOP OF BOLLARD
3. REMOVE THE TWO (2) SECURITY SCREWS
4. REMOVE BOLLARD USING A FORKLIFT (174LBS)
5. INSTALL RECIEVER CAP USING TWO (2) SECURITY SCREWS
6. REVERSE STEPS 1-5 FOR BOLLARD INSTALLATION

NOTES:
1. MAXIMUM BOLLARD SPACING IS 48".
2. FOUNDATION SHALL EXTEND A MINIMUM OF TWO FEET BEYOND LAST BOLLARD IN AN ARRAY.
3. DECORATIVE SLEEVE NOT SHOWN.
4. ABOVE FOUNDATION SURFACES ARE FINISHED WITH RUST INHIBITIVE PRIMER.
5. REBAR (NOT SHOWN) REQUIRED: 100LBS (45KG) PER BOLLARD
6. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER’S SPECIFICATIONS.
7. CRASH RATING: 15,000LBS (6750KG) @ 30 MPH (64KM/H) K4/M30.
8. BOLLARD WEIGHT: 174 LBS
9. FOUNDATIONAL CONCRETE TO BE 4000PSI
10. SEE DRAWING SU-BX224-D6-36-FD (OR EQUIVALENT) FOR FOUNDATIONAL DETAIL AND END CONDITION.