LOW HEADROOM REAR

HORIZONTAL TRACK SUPPORT

HORIZONTAL TRACK SUPPPORT BY INSTALLER (TO SUIT)

TRACK BRACKET OR CLIP @24" ON CENTER (TYP.)

GALV. STEEL TRACK TAPERED @ 1/8" PER FOOT TO PROVIDE A WEDGE TYPE CLOSING ACTION.

1-1/2" x 1-1/2" x 13 GA. STEEL ANGLE

5/16" DIAMETER BOLT OR WELD ALL CONNECTIONS (TYPICAL)

GALVANIZED STEEL HORIZONTAL TRACK

DRUM SIDE ROOM CLEARANCE

DIM "A" MINIMUM CLEARANCE

<table>
<thead>
<tr>
<th>DRUM</th>
<th>DIM &quot;A&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>400-8</td>
<td>5-1/4&quot;</td>
</tr>
<tr>
<td>400-12</td>
<td>5-7/8&quot;</td>
</tr>
<tr>
<td>5250-18</td>
<td>6-3/4&quot;</td>
</tr>
</tbody>
</table>

TRACK SIDE ROOM CLEARANCE

2-1/2" X 1-1/2" X 13 GA. GALVANIZED STEEL CONTINUOUS ANGLE
12 GA. GALVANIZED STEEL TRACK CLIP @ 2-0" ON CENTER

REVERSE ANGLE MOUNT

2" LOW HEADROOM REAR
BRACKET AND STD. & REVERSE ANGLE MOUNT

320 Sycamore St. Wauseon, Ohio 43567 © Copyright 2017