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PROPRIETARY AND CONFIDENTIAL
THIS DRAWING AND/OR ITS DESIGN IS PROPRIETARY AND THE SOLE PROPERTY OF MEGGITT
TRAINING SYSTEMS INC. IT SHALL NOT BE REPRODUCED, COPIED, LENT OR OTHERWISE
DISPOSED OF, DIRECTLY OR INDIRECTLY, NOR BE USED TO FURNISH ANY INFORMATION FOR

THIS DOCUMENT IS CONTROLLED UNDER THE
EXPORT ADMINISTRATION REGULATION.
DIVERSION CONTRARY TO U.S. LAW IS PROHIBITED.

THE MAKING OF DRAWING, PRINTS OR APPARATUS, OR PARTS THEREFORE.
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IMPORTANT SAFETY NOTICE

RANGE SAFETY DEPENDS CHIEFLY
UPON RANGE DISCIPLINE. USE OF
EYE AND HEARING PROTECTION
SHOULD BE MANDATORY.
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PROJECT ARE THE PROPERTY OF MTSI. MTSI SHALL RETAIN ALL COMMON LAW,
STATUTORY AND OTHER RIGHTS, INCLUDING ALL COPYRIGHT, RELATED TO SAID
DESIGN DOCUMENTS. THE GENERAL CONTRACTOR OR CUSTOMER SHALL NOT

MATCH THE DIMENSION DATA AS SHOWN. MEGGITT TRAINING SYSTEMS RESERVES THE
RIGHT TO SEEK ADDITIONAL CHARGES IF THE BUILDING SPACE IS DIFFERENT FROM THE
DIMENSIONAL DATA AS SHOWN ON OUR DRAWINGS.

VERIFY THAT MTSI EQUIPMENT AS SHOWN—DOES NOT CONFLICT WITH DUCT WORK,
PIPES AND/OR OTHER TRADES.

DIMENSIONS AND TOLERANCES PER ASME Y14.5M
WELDS PER AWS A2.4, BREAK SHARP EDGES .005-.010
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' NONE INCHES [ MILLIMETERS
ALL DRAWINGS SPECIFICATIONS AND OTHER DESIGN DOCUMENTS PREPARED BY MEGGITT TRAINING SYSTEMS REQUIRES THE G.C./CUSTOMER TO VERIFY THE DIMENSION AS IT IS THE CUSTOMER’S RESPONSIBILITY TO VERIFY THE STRUCTURAL INTEGRITY OF THE 'ix :'82 [g( IZE;?A'
MEGGITT TRAINING SYSTEMS AND ITS CONSULTANTS IN CONNECTION WITH THE NOTED ON THE DRAWING. MEGGITT TRAINING SYSTEMS WILL BUILD OUR EQUIPMENT TO BUILDINGS CEILINGS AND WALLS ABILITY TO SUPPORT THE ADDITIONAL LOAD OF THE (DIMENSIONS APPLY AFTER FINISH) : : [Xx] . EFXAMPLE RANGE

RANGE EQUIPMENT PROVIDED BY MEGGITT TRAINING SYSTEMS, INC. CUSTOMER TO U. 0. S. ALL DIMENSIONS IN INCHES [mm] XXX+£.010 [XXX]+.254

MAX SURFACE ROUGHNESS 1?

USE THE DESIGN DOCUMENTS ON OTHER PROJECTS WITHOUT THE SPECIFIC
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