Technical Datasheet No: 0009
MEMBRANE RODF - TENSIONER ASSEMBLY

LAKL20ALU - CAP-ALU - WEATHER COVLING NON COATED
A |LAKL20PVC - CAP-PVC - VEATHER COVLING PVC COATED
LAKL2SALU - CAP2-ALU - WEATHER CAP - ALUMINIUM
B |LAKL2GASK - GASKET - KL2 POST RUBBER GASKET
LAVIZ2450 - WASHIZX24S - MI2 X 24 FLAT WASHER A4-70 (XD
C |NLKMO1250 - NYLOCMIPSS - MI2 NYLOC NUT GRADE A4-80 (XD
[M12 PLASTIC NUT CAP
BN (%Y D |LAERBI.0 - KEELINE ABSORBER
LATENS010 - TENS10 - KEELINE TENSIONER ASSEMBLY
LASWTENI0 - LA-SWTEN - KEELINE SWAGELESS TENSIONER UNIT
LAKL2TOG4 - KL2TDG4 - KL2 TOGGLES (PACK OF 4)
LAKL2POST - MEM-POST - KEELINE MEMBRANE POST
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APPLICATION

The Energy Absorber Is designed to dissipate the energy generated throughout the system and reduce the end loadings to
below 2248lbs.The pretension indicator is a way of instantly adjusting and checking the correct tension of the life line cable.

COMPONENT SPECIFICATION

Material Stainless Steel / Aluminium / Steel Components Throughout
Finish Electropolish / Anodised / Zinc Plated
Weight
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