ANGLED RESIN FILL TYPICAL @ ALL
MEMBRANE  TERMINATION POINTS.

PREPARE, LEVEL & PATCH SUBSTRATE
AS REQUIRED W/APPROVED LEVELING
COMPOUND PRIOR TO APPLICATION OF
KEMPEROL PRIMER & MEMBRANE.

‘ ‘ (2) PLY KEMPEROL MEMBRANE FLASHING
. EXTEND TOP PLY 127 MIN. HORIZONTALLY
o ONTO MODIFIED BITUMEN ROOF MEMBRANE.
' CONTINUOUS BEAD OF POLYURE THANE CAULKING
‘ REQUIRED IF GAP B IWEEN EDGE OF MODIFIED
MEMBRANE & WALL GREATER THAN 1/167 (TYP.)
ASSURE FULL CONTACT OF COMPOSITE W/
SUBSTRATE & ReSIN SATURATION OF FLEECE.
=z
= CONTINUOUS BOTTOM PLY OF KEMPEROL
- MEMBRANE @ WALL TO DECK TRANSITION.
CAFP SHHET SET IN ADHESIVE
OR HEAT WELDED
SASE SHEET SET IN ADHESIVE
OR HEZAT WELDED
127 MIN. ﬁ
v ;_r‘
/
67?
— — —
APPROVED SUBSTRATE
DRAWING NO.
TWO PLY BASE FLASHING
& KEMPER
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