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ANGLED RESIN FILL TYPICAL @ ALL
MEMBRANE TERMINATION POINTS.

OPTIONAL METAL COPING CAP
(BY OTHERS)

TERMINATE KEMPEROL MEMBRANE @
OUTSIDE EDGE OF WALL.

PREPARE, LEVEL & PATCH SUBSIRATE
AS REQUIRED W/APPROVED LEVELING
COMPOUND PRIOR TO APPLICATION OF
KEMPEROL PRIMER & MEMBRANE.

(1) PLY KEMPEROL MEMBRANE FLASHING
EXTEND 127 MIN. HORIZONTALLY ONTO
MODIFIED BITUMEN ROOF MEMBRANE.

CONT. BEAD OF POLYURETHANE CAULKING
REQ.'D IF GAP BETWEEN EDGE OF MODIFIED
MEMBR. & WALL GREATER THAN 1/16"7 (TYP.)

ASSURE FULL CONTACT OF COMPOSITE W/
SUBSTRATE & RESIN SATURATION OF FLEECE.

CONTINUOUS 47 WIDE STRIP OF KEMPEROL
MEMBRANE @ WALL TO DECK TRANSITION

(OPTIONAL)

CAP SHEET SET IN ADHESIVE
OR HzAT WELDED

6~ MIN. _w

SASE SHEET ST IN ADHESIVE
OR HZAT WELDED

APPROVED SUBSITRATE
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