8" MINIMUM

ONe OR ITWO PLY KeEMPEROL MEMBRANE
WALL FLASHING BEYOND.

ANGLED RESIN FILL TYPICAL @ ALL
MEMBRANE  TERMINATION POINTS.

PRIME SCUPPER FRAME PRIOR TO
KEMPEROL MEMBRANE AFPPLICATION

PREPARE, LEVEL & PATCH SUBSITRATE
AS REQUIRED W/APPROVED LEVELING

COMPOUND PRIOR TO APPLICATION OF
KEMPEROL PRIMER & MEMBRANE (TYP.)

STRAINER AND CLAMP RING

ASSURE FULL CONTACT OF MEMBRANE W/
SUBSTRATE & RESIN SATURATION OF FLEECE.

KEMPEROL RESIN/SAND FILL AS REQUIRED
10 DEVELORP SMOOTH TRANSITION

67 MIN.
OVERLAPF

NOTE:

SASE SHEET ST IN ADHESIVE
OR HEAT WELDED

CAP SHEET SET IN ADHESIVE
OR HEAT WELDED

SCUPPER DRAIN ASSEMBLY
APPROVED SUBSTRATE

KEMPEROL FLASHING MEMBRANE MUST EXTEND 67 MIN.
AORIZONTALLY ONTO MODIFIED BITUMEN MEMBRANE.
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