KEMPEROL RESIN/SAND FILL AS REQUIRED
TO DEVELOP SMOOTH TRANSITION

KEMPEROL FIELD MEMBRANE EXTENDED
6" MIN. OVER KEMPEROL DRAIN FLASHING

(1) PLY KEMPEROL MEMBRANE FLASHING—EXTEND
IN HORIZONTAL PLANE A MINIMUM OF 6”7
BEYOND EDGE OF DRAIN BODY

OVERLAP

=

RECESS CONCRETE SLAB AS REQUIRED
T0 PROVIDE FLUSH PROFILE OF
COMPLETED FLASHING

ACCERPTABLE TRAFFIC GRATE—ADJUST
TOP OF GRATE TO BE +1/8” ABOVE
FINISHED PLANE OF FINISHED MEMBRANE

GRIND DOWN GCRATE SUPPORT FLANGE
AS REQUIRED TO ALLOW APPLICATION
OF KEMPEROL MEMBRANE

MY

ACCEPTABLE TRENCH DRAIN ASSEMBLY
PREPARE & PRIME DRAIN BOWL AS REQ'D.
FOR KEMPEROL MEMBRANE APPLICATION

DRAWING NO.

TRENCH DRAIN FLASHING A KEMPER
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