SOFFIT

USE BRAD FINISH NAIL TO
SECURE TOP PIECE TO WALL.
TOP PIECE WILL NEED RIPPED
TO FIT AND SEALED AFTER CUTTING.

"V" GROOVE SIDE

16 GA. STRAIGHT NAIL @ 1-1/2" TO 2" LENGTH
RECOMMENDED. AIR NAIL GUN SHOULD BE
SET TO 100 TO 125 PSI.

SHOOT NAIL BETWEEN 35° TO 45° ANGLE.

;i | 16 GA. or 18 GA. STRAIGHT NAIL @ 1-1/2" TO 2" LENGTH
RECOMMENDED. AIR NAIL GUN SHOULD BE

SET TO 100 TO 125 PSI.

SPACE NAILS EVERY 16" TO 24" O.C.

SHOOT NAIL BETWEEN 35° TO 45° ANGLE.

WALL STUD

\

OUTSIDE WALL
SHEATHING
OR

FURRING
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"V" GROOVE

OR

MICRO BEVEL

(CHOICE BY CUSTOMER)

[

3" FACING - LAMBOO T&G

e

POSITION BOTTOM
__ PIECE 1" TO 2" BELOW
BOTTOM PLATE IF
ALLOWABLE

a<

MICRO-BEVEL 4

RECOMMENDED. AIR NAIL GUN SHOULD BE
SET TO 100 TO 125 PSI.

WV

\ OPTIONAL: RIP BOTTOM PIECE

\ TO HAVE SMOOTH EDGE.
FOUNDATION

V" GROOVE

"~ 16 GA. or 18 GA. STRAIGHT NAIL @ 1-1/2" TO 2" LENGTH
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