ALL COMPONENTS EXPOSED SELECTED VENDOR MUST
TO WEATHER SHALL BE STAINLESS | | PROVIDE ENGINEERING

STEEL OR HAVE HOT-DIPPED
GALVANIZED FINISH

FOR CAL-OSHA SAFETY TIE-BACK
ANCHOR REQUIREMENTS SEE TITLE
8, ARTICLE 5, SECTION 3291, (f)
ROOF TIE-BACKS

SAFETY TIE-BACK ANCHOR RATED
FOR 1,250 LB SERVICE LOAD
(5,000 LB ULTIMATE LOAD) IN
ANY DIRECTION WITHOUT
PERMANENT DEFORMATION

REMOVABLE PAVER
ROOF DECK
,
! 7
¢ /HSS ,
20 HOLE
TO BE DESIGNED BY PROJECT
STRUCTURAL ENGINEER OF RECORD
HEIGHT TO BE VERIFIED
BY PROJECT STRUCTURAL

ENGINEER OF RECORD
AAND WATERPROOFER
22" MAX. STANDARD

| — DURABLE ROOF LABEL
ATTACHED TO ANCHOR THAT
STATES, "SAFETY TIE-BACK
ANCHOR: SEE OPOS FOR USAGE."

FRONT VIEW FRAMING AND CONNECTION IS
THE DESIGN RESPONSIBILITY
OF THE PROJECT STRUCTURAL
ENGINEER OF RECORD

SIDE VIEW

ALL COMPONENTS EXPOSED SELECTED VENDOR MUST
TO WEATHER SHALL HAVE PROVIDE ENGINEERING

HOT-DIPPED
GALVANIZED FINISH

FOR CAL-OSHA SAFETY TIE-BACK
ANCHOR REQUIREMENTS SEE TITLE
8, ARTICLE 5, SECTION 3291, ()
ROOF TIE-BACKS

SAFETY TIE-BACK ANCHOR RATED
FOR 1,250 LB SERVICE LOAD
(5,000 LB ULTIMATE LOAD) IN

ANY DIRECTION WITHOUT
PERMANENT DEFORMATION

ROOF DECK ’ )
LEVEL
50° MAX
IS T
DURABLE WEATHERPROOF LABEL
ATTACHED TO ANCHOR THAT
‘ STATES, "OUTRIGGER TIE-DOWN 8.
HEIGHT TO BE VERIFIED BY ANCHOR: SEE OPOS FOR USAGE."
PROJECT STRUCTURAL ENGINEER
‘OF RECORD AND WATERPROOFER
3 TO BE DESIGNED BY PROJECT
2 A " STRUCTURAL ENGINEER OF RECORD
ROOF LEVEL
FRAMING AND CONNECTION IS
THE DESIGN RESPONSIBILITY OF
THE PROJECT STRUCTURAL FRONT VIEW

ENGINEER OF RECORD
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