MINIMUM 1/2" ROD,

NUT AND WASHER
SUPPORTED AT MAXIMUM
5'—0" ON CENTER

(NOT BY METL—SPAN)

SILICONE SEALANT
[7101SWH]

SILICONE SEALANT IN
PANEL TOP JOINT
(BOTTOM JOINT IF

REQUIRED)

SEALANT PIGTAIL TO
MARRY SEALANT TO
JOINT CAULK [7101SWH]

FILL WITH LOOSE MINERAL
< _WOOL FIBER 4 PCF MINIMUM
(NOT BY METL—SPAN)

OPTIONAL SEALANT PIGTAIL
TO MARRY SEALANT TO
JOINT CAULK [7101SWH]

OPTIONAL SEALANT
TAPE [7300BGR]

S.S. 1/8"¢ RIVETS

@ 1270.C. [14]

( OR 1/4—14x 7/8" HWH
TYPE 1 SELF DRILLING
LAP

SCREW @ 127 0.C. [4A
CEILING JOIN

COVER [F5437]

#12x 17 HWH TYPE I
FASTENER [17]

3" ON EACH SIDE OF
JOINT AND 12” 0O.C.

I\

METL®
SPAN

1”7 FIBERGLASS INSULATION
SLEEVE AS REQUIRED
(NOT BY METL—SPAN)

BUTT JOINT TRIM
[F5609]

1/4-14x 7/8” HWH TYPE |
SELF DRILLING LAP SCREW
@ 8” 0.C. [4A]
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FASTEN PANEL JOINT
WITH 1/8” DIAMETER
RIVETS @ 367 0.C.

MINIMUM 67 THICK

THERMAL SAFE
CEILING PANELS

1 3/4"x 1 1/2"x 1 3/47x 1 1/2"x 1
3/47

12 GAGE CEILING SUPPORT MEMBER
REQUIRES SPLICE MEMBER [DXZ7Z8216]
1 1/2° CERAMIC FIBER INSULATION
MINIMUM 6 PCF

(NOT BY METL—SPAN)

THERMAL SAFE
COMMERCIAL & INDUSTRIAL
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CEILING BUTT JOINT DETAIL




	TSW-CG-01
	TSW-CG-01


