CONTINUE USING
FULL 8” BLOCKS

= UNTIL TERMINATION

i MAKE SURE THAT

INNER AND OUTER

/§7 JOINTS ARE STAGGERED
WJNNE‘EMFELTEE » WHEN STARTING
D 147 1.D. VERTICAL SECTION,
(MCL-814) —| [ USE 4” INNER
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~ OUTER LINER
4” INNER FLUE T ‘ T (MCS-814)

STARTER SECTION |
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ANCHOR PLATE/DAMPER
FOR MASONRY CHIMNEY
(MC14—AP)
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IMPORTAMNT:

REINFORCE LINTELWITH
3" x 3" STEEL ANGLE/

27| 2" AIRSPACE
] CLEARANCE TO
COMBUSTIBLES
ON REAR AND
SIDES OF UNIT
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REFER TO INSTRUCTION MANUAL
IF INSTALLING OFFSET PIECES

MAKE SURE THAT
REINFORCING

STEEL RESTS SECUR
ON SIDE WALLS

INDIVIDUAL PART DIMENSIONS
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MCL—414 MCL—814 MCS—814 MCSOS—814 MCSBL—814 MCS—CROWN
| Masonry Chimney System Kits: |
INSTALLATION DETAIL MCLS-814K 12 Inner and Outer Flue Pieces (8' Total)
USE #3 REBAR MCLS-814P 6 Inner and Outer Flue Pieces (4' Total)

FILL WITH CONCRETE

\_

4 IN ALL FOUR Masonry Chimney System parts can be ordered indivdiually or as a kit
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(ITLE: MASONRY CHIMNEY SYSTEM
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