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Crystal 20MODEL: 241

DIVIDUAL PANELS
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#23-T aluminum track for Optional Hanger Bracket
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allow adjustment
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Top fixed & Bottom automatic seals

165 mm [6 1/2"] max k260 mm [2 3/8"] typ.
40 mm [1 1/2"] 25 mm [1"]
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”%,,mm, SOLID BLOCKING
[5] REQUIRED AT BOTH
TELESCOPIC CLOSURE BULB SEAL ENDS (BY OTHERS)
JAVB
Telescopic closure & Bulb seal
165 mm [6 1/2"] mox V60 mm [2 3/8"] typ. WOO[E”'Hi/Zé,]mm
40 mm [11/2"]
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1255,,mm, SOLID BLOCKING
[5'] REQUIRED AT BOTH
TELESCOPIC CLOSURE WAL JAVB ENDS (BY OTHERS)

JAMB

Telescopic closure & Fixed wall jamb

89 mm [3 1/2"] 89 mm [3 1/2"]

60 mm [2 3/8"] typ.
100 mm £22 mm

150 mm [6"]7’7%\% [+ 17/87]
40 mm
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SOLID BLOCKING
REQUIRED AT BOTH

BULB SFAL PIVOT WALL JAMB ENDS (BY OTHERS)

Pivot closure panel & Fixed wall jamb
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