SECTIONAL VIEW — ZENITH AUTO SLIM DOOR RESIDENTIAL—3654-29 1/2 (1L)

/L/B LOCATED IN THE H/W CEILING

7

TOTAL SHAFT HEIGHT

PLAN VIEW — ZENITH AUTO SLIM DOOR RESIDENTIAL-3654-29 1/2 (1L)

64 1/B" [1629nm]

PROVISIONS BY OTHERS

*GENERAL

HOISTWAY- THE HDISTWAY MUST BE IN ACCORDANCE VITH
*SAFETY CODE FOR ELEVATORS AND ESCALATORS® (ASHE A17.1> AND
ALL STATE AND LOCAL CODES.

PLUMB HOISTWAY— DLE TO CLOSE RUNNING CLEARANCES OWNER/AGENT
WUST ENSLRE THAT HDISTWAY AND PIT (WHERE PROVIDED) ARE
LEVEL, PLUME AND SCOUARE AND ARE IN ACCORIANCE VITH THE
DIMENSINS ON THESE DRAWINGS.

MINIMUM OVERHEAD CLEARANCE- OWNER/AGENT NUST ENSURE MININUM
OVERHEAD CLEARANCE IS IN COMPLIANCE WITH CODES.
CONSTRUCTION S)TE— OWNER/AGENT TO PROVIDE ALL MASONRY,
CARPENTRY AND DRYWALL WORK AS REQUIRED AND SHALL PATCH AND
MAKE GOOD ¢INCLUDING FINISH PAINTING) ALL AREAS VHERE
WALLS/FLODRS NAY REQUIRE To BE CUT, DRILLED oR ALTERED N
ANY WAY TO PERMIT THE PROPER INSTALLATION OF THE LIFT.

DIMENSIONS
CONTRACTOR/CUSTOMER TO VERIFY ALL DIMENSIONS AND REPCRT ANY
DISCREPANCIES 70 OUR OFFICE IMMEDIATELY.

*STRUCTURAL

ELDOR/SUPPIRT WALl LOADS- STRUCTURE TO ANCHIR A CRANK
SHAFT AND SAFETY HARNESS, WHERE APFLICABLE/NEEDED, TO BE
PROVIDED BY CONTRACTCR. CONTRACTOR TO ASSURE

THAT BUILDING AND SHAFT VILL SAFELY SUPPORT ALL LOADS
INPOSED BY THE LIFT EQUIPNENT. REFER TO THE TABLES ON THIS
DRAWING FOR LDADS INPOSED BY THE EBUIPMENT.

#MACHINE ROOM (WHERE REQUIRED)
LOCATION / ACCESS- MACHINE ROOM LOCATED AT THE LOWEST
LEVEL ADJACENT TO HOISTWAY, UNLESS SHOWN OTHERWISE ON THE
LAYDUT DRAWINGS, FIELD ADJUSTHMENT BY INSTALLER MAY BE
NECESSARY TO MEET JOB SITE CONDITIONS OR REGJULATIONS,
MACHINE ROOM DOOR IS TO BE LOCKAELE AND JS TO MEET THE
REQUIREMENTS OF THE AJTHORITY HAVING JURISDICTION
SLEEVES FOR ELECTRIC LINES- FROM NACHINE ROCN TO

HOISTWAY AS REQUIRED, (POSITION PER INSTALLERS INSTRUCTIONSX
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= TABLE 2
RAIL BRACKETS PIT RE-ACTION FORCE
R3 2800 LBS
TARLE 1 R4 3000 LBS
RAIL FORCES . 9500 LBS
/ﬁl LOADS ON PIT
o Q—N
*R1 |*¥R2
S00 lbf | 1570 Lbf
RAIL VEIGHT 1| BD lbs 7 £t

FOR TOTAL PULL-OUT FORCE ON RAIL BRACKET.
wg.& x TEO = 1440 Lbf
FOR LOCAL APPLICATION OF PIT LDAD,
R] MJST BE TOJBLED.

TABLE 23

(SCOMNECT
BIE

ITHE TELAY
FUSE SCZE

VOLTS

PHASE

FLA

NOTOR & EGULP,

30 _AMPS

30 _AMPS

208 volit

Three Phose

229 AMPS

MOTCR & EQUIP,

60 AMPS

40 AMPS

230 volt

Singje Prase

350 _AMPS

CAB LIGHTS

1S ANPS

1S AMPS

1s v

Singje Prase

*ELECTRICAL

= (SEE SPECIFICATIONS) LOCKABLE FUSED DISCONNECT
VITH AUXILIARY CONTACT TO BRAKE THE BATTERY FEED, OR CIRCLIT
BREAKERS WITH A 3-POLE BREAKER FOR BATTERY FEED REDUIRED,
IN COMPLIANCE WITH ELECTRICAL COCE, AS FOLLOWS:
(LOCATED ON WALL ON LOCK JAMB SIDE OF MACHINE FOOM DOOR>
BEEMANENT POWER- BEFORE INSTALLATION CAN BEGIN, PERMANENT
POWER MUST BE SUFFLIED
LIGHTING- THE [LLUMINATION SHALL BE NOT LESS THAN 200 LX (19 FC>
AT THE FLOOR LEVEL IN ALL MACHINE RODNS AND MACHINERY SPACES.
ENSURE AT LEAST 100 LX (10 FC> AMBIENT LIGHTING OVER LIFT AREA.
BHONE- NEED A IEDICATED PHONE LAND LINE

¥ENTRANCES

EASCIA PANEL BELOW LPPER LEVEL ENTRANCE- WHERE REDUIRED,
FASCIA PANEL MUST BE FASTENED TO A SOLID WALL AND EE
PERPENIICULAR TO THE FLOOR AND WALLS. HDISTWAY

FASCIA ]S NOT SELF-SUPPORTING FOR LONG, CONTINLOUS

RUNS VOID OF ENTRANCES. ADEQUATE SUPPORT FOR THE

FASCIA MUST BE FROVIDED .

DMOTE LIFTING BEAN:

A 4000LB MIN SWL BEAM MUST BE PROVIDED IN THE
OVERHEAD, BEAM TO BE FOSITIONED AS SHOWN IN
ELEVATION & FLAN VIEWS, FOR OVERHEAD OF 108"
FOSITION THE UNDERSIDE OF BEAN AT 104° & BEAM
MIST BE TEMPORARY.

NOTE C

ALL INFORMWATION IS SUBJECT TO CHANGE

PLEASE REFERENCE OUR ON-LINE DRAWINGS AT
www.sovarlo.com FOR THE MOST RECENT UPDATES

RESIDENTIAL ELEVATOR

ZENITH MODEL 36X54 TYPE 1L
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