SECTIONAL VIEW — ZENITH AUTO SLIM DOOR RESIDENTIAL—4054 (3)
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S00 Lkf

RALL WEIGHT

X Rz
1570 lbf
80 Ibs / ft

FOR TOTAL PULL-OUT FORCE ON RAIL BRACKET,
e0.2 X 720 = 1440 Ibf

FOR LOCAL APPLICATION OF PIT LDAD,
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PLAN VIEW — ZENITH AUTO SLIM DOOR RESIDENTIAL—4054 (3
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PROVISIONS BY OTHERS

*GENERAL

HOISTWAY- THE HOISTWAY MUST BE IN ACCORDANCE WITH
“SAFETY CODE FOR ELEVATORS AND ESCALATORS® (ASME Al7.)) AND
ALL STATE AND LLCAL CODES.

BLUME HOISTWAY- DUE TO CLOSE RUNNING CLEARANCES OWNER/AGENT
MUST ENSURE THAT HOISTWAY AND PIT (WHERE PROVIDED> ARE
LEVEL, PLUMB AND SQUARE AND ARE IN ACCORDANCE WITH THE
DIMENSIONS ON THESE DRAWINGS,

MINIMUM OVEFHEAD CLEARANCE- OWNER/AGENT MUST ENSURE MININUM
OVERHEAD CLEARANCE 1S IN COMPLIANCE VITH COIES,
CONSTRUCTION SITE- OWNER/AGENT TO PROVIIE ALL NASONRY,
CARPENTRY AND DRYWALL WORK AS REQUIRED AND SHALL PATCH AND
MAKE GOOD ([INCLUDING FINISH PAINTING) ALL AREAS WHERE
WALLS/FLOORS MAY REQUIRE To BE CUT, DRILLED oR ALTERED IN
ANY WAY TO FERMIT THE PROPER INSTALLATION OF THE LIFT.
DIMFNSTTHS

CONTRACTOR/CUSTOMER TO VERIFY ALL DIMENSIONS AND REFCRT ANY
DISCREPANCIES TO OLR OFFICE [MNEDIATELY,

#*STRUCTURAL
= STRUCTURE TO ANCHOR A CRANK

SHAFT AND SAFETY HARNESS, WHERE APPLICABLE/NEECED, TO EE
PROVIDED EY CONTRACTOR  CONTRACTOR TO ASSURE
THAT BUILDING AND SHAFT WILL SAFELY SUPPORT ALL LOADS
INFOSED BY THE LIFT EBUIPMENT, REFER TO THE TABLES ON THIS
DRAWING FOR LDADS [MPOSED BY THE EQUIPHENT.
¥MACHINE ROOM (WHERE REQUIRED)

= MACHINE ROOM LOCATED AT THE LOWEST
LEVEL ADJACENT TO HOISTWAY, UNLESS SHOWN OTHERVISE DN THE
LAYOUT DIRAVINGS., FIELD ADJUSTHMENT BY INSTALLER MAY EE
NECESSARY TO MEET JOB SITE CONDITIONS OR REGLLATIONS.
MACHINE RODM DOOR )5 TO BE LOCKABLE AND [S TO MEET THE
REQUIREMENTS OF THE AUTHORITY HAVING _URISDICTION.

SLEEVES FOR ELECTRIC LINES- FROM HACHINE ROOW TO
HOISTWAY AS REQUIRED (POSITION PER INSTALLERS INSTRUCTIONS).

TARE 3 [ e st | vars | psse

NOTOR & EQUIP{30 AMPS |30 AMPS|ED0B volt] Three Phase

MOTCR & ECQUIP) 6D AMPS |40 AMPS|230 valt] Shgo Phese
CAB LIGHTS |1S AMPS IS AMPS | 135 v | Sigle Phase

FLA
289 AWPS
350 AMPS

*ELECTRICAL

POWER SUPPLY- ¢SEE SPECIFICATIONS> LOCKABLE FUSED DISCONNECT
VITH AUXILIARY CONTACT TO ERAKE THE BATTERY FEED, OR CIRCLOT
BREAKERS VITH A 3-POLE BREAKER FOR BATTERY FEED REQUIRED,

IN COMPLIANCE WITH ELECTRICAL CODE, AS FOLLOWS:

(LOCATED ON wWALL ON LoCK JMB SIDE oF MACHINE RooM DooR>
EERNANENT POWER- BEFORE INSTALLATION CAN EEGIN, PERMANENT
POWER WUST BE SLPPLIED.

LIGHTING= THE ILLUNINATION SHALL BE NOT LESS THaN 200 Lx <19 FC)
AT THE FLOOR LEVEL IN ALL MNACHINE ROOMS AND MACHINERY SPACES.
ENSURE AT LEAST 100 LX <10 FC> AMBIENT LIGHTING OVER LIFT AREA
BHONE- NEED A DEDICATED PHONE LAND LINE

#ENTRANCES

EASCIA PANRL EELOV UPPER LEWVEL ENTRANCE- WHERE RECUIRED,
FASCIA PANEL WUST EE FASTENED TO A SOLID VALL AND EE
PERPENDICULAR TO THE FLOOR AND VALLS. HOISTWAY

FASCIA 1S NOT SELF-SUPFCRTING FOR LONG, CONTINJOUS

RUNS VO)D OF ENTRANCES. ADEQUATE SUPPORT FOR THE

FASCIA MUST BE PROVIDED .

MOTE LIFTING EEAM

A 400DLB MIN SWL BEAM MUST BE PROVIDED IN THE
OVERHEAD, BEAN TO IE POSITIONED AS SHOWN IN
ELEVATION & PLAN VIEWS, FOR OVERHEAD OF 108"
FOSITION THE UNDERSIDE OF BEAM AT 104" b BEAM
MWIST BE TEWPORARY.

MOTE C

ALL INFORNATION [S SUBJECT TO CHANGE

FLEASE REFERENCE DJR ON-LINE DRAWINGS AT
www.savario.com FOR THE NDST RECENT LPDATES

RESIDENTIAL ELEVATOR
ZENITH MODEL
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