BLOCKING, AS REQUIRED, BY/
OTHERS, INSIDE OF WALL. TYPICAL SINGLE EAR
FOR ALL BRACKET LOCATIONS STIRRUP BRACKET.

3 EACH TYPICAL
DOUBLE EAR

STIRRUP BRACKET. ST/ST
3 EACH TYPICAL TORX HEAD

SEXBOLT

1" THICK

COAT HOOK PANEL‘\
#14 ST/ST TORX SCREW W/ BUMPER

W/ PLASTIC ANCHOR. i
(ANCHOR NEEDED #10 X 5/8 #14 X 3/47
FOR CMU WALL) ST/ST ONEWAY ST/ST TORX
SCREW SCREW
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HINGE STRIKE HINGE

INSWING

#10 1-3/8" STRIKE
ONEWAY

MACHINE BOLT

Plan Elevation

WALL FASTENERS ARE AVAILABLE AS (1% " STANDARD) OR (2)4” OPTIONAL).
**ACTUAL PART DESIGN MAY DIFFER FROM THE DRAWING ABOVE.

ST/ST MUST BE STRUCTURAL CEILING
L /SLLE\/E /(CANNDT TIE INTO ACOUSTICAL OR DRYWALL CEILINGSD

J

BUMPERT‘
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\STIRRUP

STRIKE\ BRACKETS\
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DOOR PULLJ
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Floor to ceiling height
Floor to ceiling height CANNOT exceed 1207

Provide dimensions per room on your layouts

FI

K

NOTE BELOW Front Elevation SLEEVE NOTE BELDW Side Flevation

*SEE HEATSINC ST/ST *SEE HEATSINC

Details
CADOCUME~INmmoraskiN\LOCALS~INTemp\A$C73E32FA4.dib

STANDARD ELEVATIONS

(Drawings are not to scale)
*Floor To Ceiling
*Integral Hinge
*Stirrup Brackets

Note: "Job-Specific Specifications” for
all orders are located on the top of
the shop drawing layouts.

*HEATSINC NOTE: Heatsinc is to be placed on
the bottom of the panels & doors. (If specified)

Floor Mount Ceiling Mount




