
72.00 or 96.00
BETWEEN POSTS
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 2.50 
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BALUSTER OPTIONS:
3/4" SQUARE
3/4" ROUND
3/4" SQ TWISTED
3/4" SQ HAMMERED
3/4" SQ BOWED 36.00" OR 42.00"

RAIL HEIGHT 

AVAILABLE IN
38.00" OR 44.00"

POST HIEGHT

B

C

SECTION A-A
SCALE 1 : 10

 1.89 

 1.75 

DETAIL B
SCALE 1 : 1

 1.50 

 1.25 

DETAIL C
SCALE 1 : 1

 3.25 

 3.25 

SECTION D
SCALE 1 : 4

POST WITH PLATE SIZES:
-2 1/2" SQ. 
-3 1/4" SQ.
-4" SQ.

* MULTIPLE STYLE OPTIONS AVAILABLE

REVISIONS

REV. DESCRIPTION DATE BY

01 ADJUSTED FOR CLARITY 11/11/2022 JC

02 REVISED TO MEET STANDARD 12/29/2022 JC

BOM Table
ITEM NO. DESCRIPTION

1 AMERICAN SERIES SNAP TOP RAIL
2 AMERICAN SERIES BOTTOM RAIL

3 MOUNTING BRACKET TOP, LEVEL (AMER. SERIES) (DRILLED)

4 MOUNTING BRACKET BOTTOM, LEVEL (AMER. SERIES) (DRILLED)

5 3 1/4" SQ. POST 

6 3 1/4" FLAT CAP*

7 3 1/4" POST TRIM*

8 3/4" SQ. BALUSTER*

9 SNAP ON SECTION SUPPORT
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B B

4

4
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AMERICAN SERIES, 36'/42' HT. X 
6'/8' W. LEVEL RAILING SECTION
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Key-Link Fencing and Railing
110 Peters Road, New Holland, Pa 17557 

1. DIMENSIONS ARE IN INCHES
2. BREAK ALL SHARP EDGES
3. TOLERANCES:
      FRACTIONAL  1/64"
      ANGULAR:MACH 1.0  BEND 1.0
      TWO PLACE DECIMAL 0.01"
      THREE PLACE DECIMAL 0.005"

DWG.  NO.
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