
 2.000 

AVAILABLE IN:
72", 96" & 120" 

SECTIONS

 3.281 BALUSTER SPACING 

A

A

BALUSTER OPTIONS:
1.3" SQ (MODEL)
3/4" RND (YORK)

POST SLEEVE HEIGHT:
 39", 48" & 54"FLAT TOP 

SURFACE MATERIAL
BY OTHERS

POST SIZES:
4", 5", & 6" SQ. 

UNINTERRUPTED TOP RAIL CONFIGURATION

36" OR 42" 
RAIL HEIGHT

J

K

 3.000 

 3.156 

DETAIL J
SCALE 1 : 2

SURFACE MATERIAL
BY OTHERS

 2.775 

 1.775 

DETAIL K
SCALE 1 : 2

(BRACKET COVERS REMOVED)

REVISIONS

REV. DESCRIPTION DATE BY

- INITIAL RELEASE 8/27/2021 EH

01
UPDATED ALUMINUM INSERTS 

AND ALUM TOP RAIL TO 
REFLECT PROPER LENGTH

10/29/2021 EH

02 ADJUSTED TO STANDARD 11/28/2022 JC

400 SERIES, 36"/42" HT. X 
4'/6'/8'/10' W. LEVEL RAILING 

SECTION

02
DO NOT SCALE 

DRAWING 117550
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UNLESS OTHERWISE SPECIFIED:

SCALE: 1:10

REV

B
SIZE

TITLE:

NAME DATE

APPROVED BY

MODELED BY
DRAWN BY

N/A SEE BILL OF MATERIALS
FINISH MATERIAL

Superior  Plastic Products Inc.
260 Jalyn Dr. New Holland, Pa 17557 

1. DIMENSIONS ARE IN INCHES
2. BREAK ALL SHARP EDGES
3. TOLERANCES:
      FRACTIONAL  1/64"
      ANGULAR:MACH 1.0  BEND 1.0
      TWO PLACE DECIMAL 0.01"
      THREE PLACE DECIMAL 0.005"

DWG.  NO.

THE INFORMATION CONTAINED
IN THIS DRAWING IS THE PROPERTY 
OF SUPERIOR PLASTIC PRODUCTS.

ANY REPRODUCTION IN PART OR IN 
WHOLE WITHOUT THE WRITTEN PERMISSION

OF SUPERIOR PLASTIC PRODUCTS IS
PROHIBITED.

PROPRIETARY AND CONFIDENTIAL

E.Hunt
5/18/2021
5/18/2021

WEIGHT: 96.6064

E.Hunt
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