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SYNLAWN SYNPOUR: TYPICAL CROSS SECTION PLAY SURFACE AT SYNLAWN MOUND

PLAY AREAS & PLAYGROUND SYSTEM

NOTES:
1.   INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2.   DO NOT SCALE DRAWING.
3.   THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN PROFESSIONALS

FOR PLANNING PURPOSES ONLY.  THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.
4.   ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY

THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.
5.   CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER

REFERENCE NUMBER 1437-588.

1437-588

VARIES PER DESIGN

50% MAX SLOPE

1/2" EPDM
WEARING COURSE

SBR CUSHION PER
REQUIRED CRITICAL
FALL HEIGHT

2" X 4" RECYCLED PLASTIC LUMBER (RPL)
PERIMETER NAILER BOARD. ATTACHED TO CURB
WITH 4" EXPANSION ANCHORS EVERY 24" O.C.

SYNLAWN ATTACHED TO NAILER WITH
1" SS SCREWS 4" O.C. AND ADHERED
TO TOP OF CURB WITH NORDOT 34 G
ADHESIVE. T°COOL INFILL

 CONCRETE CURB BY
OTHERS AT PERIMETER OF
MOUNDS FLUSH WITH TOP

OF ASPHALT (MAY NOT
OCCUR WITHIN FALL ZONE)

2" ASPHALT OR
CONCRETE PAD

GRAVEL BASE AND
COMPACTED SUBGRADE

NON-WOVEN
GEOTEXTILE

 ADHERE

TURF

COMPACTED
SUBBASE

SECTION


