
DRAIN PEDESTAL APPLICATION
ENLARGED PLAN VIEW & SECTION DETAILS
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ENLARGED PLAN VIEW

DRAIN PEDESTAL APPLICATION - SECTION DETAILS

TILE TECH PAVERS

A1

USE UNI-SHIMS™ ON TOP
OR UNDER PEDESTAL FOR

FINE HEIGHT & SLOPE ADJ.

4“ø SDR35 PVC 

4“ø SDR35 PVC 

4“ø SDR35 PVC 

4“ø SDR35 PVC 

4“ø SDR35 PVC 4“ø SDR35 PVC 

SLOPE TO DRAIN SLOPE TO DRAIN

STAK-CAPS™ PEDESTALS
1/2” TO 2-1/4” HIGH
0% TO 5% SLOPE
5 UNITS MAX

UNI-JUST™ PEDESTALS
ADJUSTABLE HEIGHT
2-1/4” TO 24”
0% TO 4% SLOPE

OVER DRAIN PAVERS
OR STEEL PLATE (1/4” MIN)
USE ADDITIONAL PEDESTAL

ROOF DRAINS

OVER DRAIN PAVERS
OR STEEL PLATE (1/4” MIN)
USE ADDITIONAL PEDESTAL UNI-JUST™ PEDESTALS

2-1/4” TO 24” HIGH

TILE TECH PAVERS

CLAULKING

METAL COUNTERFLASHING

WATERPROOF MEMBRANE

STAK-CAPS™ PEDESTALS
1/2” TO 2-1/4” HIGH

ROOF DECK

ROOF DRAIN60psi MIN INSULATION

A1

ROOF WALL JUNCTURE

GENERAL NOTES: APPLY TO ALL OF THE ABOVE PRODUCTS
1.  INSTALLATION MUST BE COMPLETED IN ACCORDANCE WITH TILE TECH INC PRODUCT SPECIFICATIONS.
2.  DRAWING NOT TO SCALE.
3.  USE OF BUFFER PADS IS MANDATORY. 
4.  CONTRACTOR’S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.TILETECHPAVERS.com
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