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AUTOMATIC OUTSWING, CENTER PIVOT APPLICATION
JOB NAME: DATE:
DOOR LOCATION: DOOR NO: SHEET OF.
|/ /_ REQUIRED BY OTHERS
@ /
oM T gme .
TTX 1102 HEADER I | controLs
. ____E;"'E____?_- -[i____?“i _____ _|® i : 5" [127)
/ AN | Ess
/ AN i ‘ TIX 1102 ; W - “Covi
// \\ N LL_" _OPERATOR T'ﬂm |/4 9/16" [116]
’ ) -
( y .
1 1/41 [32] 1 1/16" [27]
\ \ / / THL [ %\
\ / § [ | |
AN / g 2 15/167 1[74] _SWING DIRECTION
\ / s ¢
N7 FROM THE FACE OF
“1 i oooh o it
ELEVATION 0"-9 7/8" (0-251)
®YERT|CAL SECTION
— EXTERIOR =" 3 3/4To5 (EQUAL PANELS) 3 3/4"[95
\\\ /// | 12 3/16"[310] € OPERATOR SHAFT |
\\ /// ‘ 12 3/16"[310] IQ OPERATOR | SHAFT
. IR +
INTERIOR
P LA N J/1 J/ 7 Y\L §\L
| G T |
! 1 3/47(44) i i 1 3/47(44) !
| |
Ll JL_____ |
VISIBLE HEADER/_
CASE ABOVE HORIZONTAL SECTION
NOTES: @
1. DETAILS NOT TO SCALE.
2. ELECTRICAL REQUIREMENTS:
120VAC, SAMPS MIN. TO OPERATOR BY ELECTICAL CONTRACTOR.
3. DOORS, FRAMES AND HARDWARE BY OTHERS.
4. 32” CLEAR DOOR OPENING REQUIRED TO MEET A.D.A. REQUIREMENTS.
5. DOORS MUST BE NON-LATCHED FOR PROPER OPERATION
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