
16" Varies (See Note 1) 16"

12"

1/4"(TYP.)

8"

Note 1: Match Width Dimension and Tolerance
to Paver Field Specification to Eliminate Cut
Pavers Adjacent to Concrete Header Band.

Pitch

Caution: Using Excessive Neoprene Adhesive
Can Cause Damage From the Product Oozing
Upward to the Paver Surface.

Unilock Pavers

Neoprene Tack Coat

Existing Subgrade Material

8" Concrete Slab

6x6" Welded Wire  Mesh,
2" Clear (TYP.)

Base Granular Material;
Prepared and Compacted

1-1/2" Epoxy Coated Dowel
Bars; 18" Long by 16" O.C.
Formed in-Place

Standard Joint Sand
or Polymeric Sand

3/4" Bitumen Setting Bed

Primer Coat

Pitch

(2)-#8 Epoxy Coated Rebar;
Continuous in Header Band

1-1/2" DIA. Weep Holes; 3x3ft.
O.C. Drilled Through Bitumen Setting
Bed, Filled with Pea Gravel

R1"
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CROSS SECTION

®

Pavers on Bitumen Setting Bed w/ Winnetka Concrete Base

P A V I N G  S T O N E REF: CS_COM_Paver_Bitumen_Bed_Concrete_Base_Winnetka

Note:

This cross section is intended for preliminary design purposes only. Confirm site conditions and consult with a qualified design professional or installer prior to installation.
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