N HERMOPLASTIC MEMBRANE I -0 /PVC

DETAIL NOT FOR USE ON 25 OR 30—YEAR WARRANTY PROJECTS, PRE—FABRICATED /PRE—-MOLDED
ACCESSORIES MUST BE UTILIZED. ACCEPTABLE FLASHING SHALL CONFORM WITH THERMOPLASTIC
COMMON DETAIL TPC—-15.4.

CAUTION

APPROX. 6” ROUND CORNERS OF
(15cm) NON—REINFORCED MEMBRANE

THERMOPLASTIC THERMOPLASTIC
NON—REINFORCED NON—REINFORCED
MEMBRANE MEMBRANE
PIECE PIECE

APPLY HEAT TO THERMOPLASTIC
NON—REINFORCED MEMBRANE AND

FORM BY HAND PRIOR TO HOT
AIR WELDING CORNER INTO PLACE

\K_//_f/

THERMOPLASTIC
NON—REINFORCED
MEMBRANE

POSITION AND HEAT
WELD CORNERS IN
PLACE AS SHOWN

THERMOPLASTIC
N\ 7/ — THERMOPLASTIC
\ , F‘ELD FABR‘CATED REINFORCED MEMBRANE (ROOFNG SYSTEM}

VEIRSICO OUTSIDE CORNER T — APPROVED SUBSTRATE
lPc-155]

ROOFING SYSTEMS FLASHING @ e SEE NOTECS)
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