Tech

ARMORLON®
AT-200

B Description

A-200 is a PVC coated polyester scrim product.
Scrim is 1000 x 1300 denier. The material is weather

resistant with a high tensile strength.

B AvailableColors

Blue
White
Black

B Features and Benefits

« Weather proof tarps

» UV stabilized and weather resistant

+ Highly cold-crack-resistant

+ Highly resistant to tears and punctures

« Lightweight for ease of handling

B Suggested Applications

+ Containment Tarps
+ Gym Floor Covers

+ Shipping Covers
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B Physical Properties & Typical Values

PROPERTY ASTM TEST METHOD U.S. VALUE METRIC VALUE
Weight 125 Lb/1000 Ft2 61 Kg/100 m?
Thickness 22 MIL 0.56 mm
810 Lbs 3603 N
3" Load @ Break D-751 12273 Pi 84.6 Mpa
Tear Strength D-751 45 Lbf 200 N
Adhesion Strength D-751 10 LBF 45N
Cold Crack 222 °F -30 °C

AT-200

The information provided herein is based upon data believed to be reliable. All testing is performed in accordance with ASTM standards and procedures. All values are typical and nominal
and do not represent either minimum or maximum performance of the product. Although the information is accurate to the best of our knowledge and belief, no representation of warranty
or guarantee is made as to the suitability or completeness of such information. Likewise, no representation of warranty or guarantee, expressed or implied, or merchantability, fitness or
otherwise, is made as to product application for a particular use.
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