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Specification Sheet: Series 9300 Lift Ready Rolling Grille 

Curtain: 5/16 inch diameter extruded aluminum rods spaced 1-3/4 inches on center vertically 

by 1/8 x 5/8 x 4-1/4 inch aluminum links horizontally spaced 9 inches on center and 

covered by 1/2 inch aluminum spacer tubes on every other rod.  Pattern: Straight 

***OR*** Staggered (Brick). 

**OR** 

2 x 2-1/2 inch truss-like aluminum panels spaced around 24 inch wide polycarbonate 

inserts.  Panels connected with single-piece aluminum section with V-groove center 

appearance. 

**OR** 

3-15/16 inch high panels with 2 inch wide truss-like aluminum end plates with full-

width perforated aluminum panels containing 3/16 inch diameter holes spaced 1/4 

inch on center; 51 percent viewable area.  Panels connected with single piece 5/8 x 

1/2 inch horizontal aluminum hinges. 

Bottom Bar: Tubular aluminum extrusion  

Guides: Extruded aluminum, 3 x 1-1/2 inches with shoulders for curtain retention, fitted with 

vinyl stripping both sides of curtain. 

Mounts: Specify wall angles of steel **OR** wall angles of aluminum **OR** steel tube  

**OR** telescoping aluminum tubes and steel channels. 

Headplates: Front loading slotted steel headplates of .3/16’ steel 

Barrel: Aluminum barrel with enclosed helical torsion spring with grease sealed ball 

bearings or self lubricating graphite bearings for rotating members, sized to grille 

weight with maximum deflection of 0.03 inch per foot of width.  Barrel provided 

with threaded rings or lugs welded to the barrel assembly for curtain attachment. 

Springs: Spring tension assembly supported within barrel by precision ball bearings. Curtain 

weight counterbalanced by oil-tempered, helically wound torsion springs, grease 

packed and mounted to steel torsion shaft with cast spring plug. Spring assembly 

designed for 10,000 cycle life springs.  Spring tension added by means of an integral 

ratcheting mechanism. 

Hood (Optional): Fabricated from minimum 26 gauge galvanized steel **OR** aluminum sheet metal 

shaped to fit within the headplates.  Intermediate hood support(s) furnished as 

required. 

Locking: Cylinder lock mounted at center of bottom bar; thumb turn **OR**keyed cylinder at 

interior, key operated at exterior.  Lock may be operated at any height, then 

automatically engage at floor.. 

Operation: Manual push-up, chain hoist , awning crank, in the tube motor or bracket/wall 

mounted motor operator. 

Finish: Aluminum curtain, bottom bar and hood are clear anodized. 

Warranty: Manufacture’s standard 2-year from date of plant shipment against defects in 

materials or workmanship. (Spring wire one year.) 

Installation: C.H.I. Rolling Steel Doors shall be installed and adjusted according to C.H.I. 

assembly instructions by trained door service technicians. 
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