
Specification Data
PRODUCT NAME:  Prefabricated Insulated Stucco Wall Panel Board ‘N’ Batten Style
PRODUCT ID/SKU: 263WPBNB
MANUFACTURER:
SnapTight Products LLC
1080 S. 1St Avenue
Pocatello, ID 83201
Office: 208-252-7285
Web: SnapTightProducts.com
E-Mail: SnapTightProducts@gmail.com

SnapTightProducts.com                    208-252-7285

Weight: 58 LBS
Width: 4’
Height: 10’
Depth: 2.5”
Textures: Fine Swirl, Shot 
Blast
Materials: Medium density 
1.5# Virgin EPS foam, 
polyurea, cement,  stucco

Requirements: We require 
using Loctite 3x Grab 
Construction Adhesive and 
our patented installation 
cleat process #US 11,421,429 
B1. Use of another 
installation method or 
adhesive VOIDS the 10 Year 
Limited Warranty.

SPECIFICATIONS

QAI LABORATORIES TESTED
ASTM C1363-19, ASTM E283, ASTM E331, ASTM 

E547, ASTM E330 , ASTM E1996 

10 YEAR LIMITED WARRANTY
This Limited Warranty covers any defects in material or 
workmanship under normal use during the Warranty 
Period. During the Warranty Period, SnapTight 
Products will repair or replace products or parts of a 
product that proves defective because of improper 
material or workmanship, under normal use and 
maintenance. SnapTight Products will either repair or 
replace, at the discretion of manufacturer, the product 
at no charge, using new or refurbished replacement 
parts, so far as the defect is not the result of improper 
installation or lack of maintenance of said products. 
This Limited Warranty does not cover any problem that 
is caused by:  conditions, malfunctions or damage
not resulting from defects
in material or workmanship. 

PRODUCT DESCRIPTION

Our insulated stucco wall panels provide an innovative way 
to beautify and update your home or business exterior 
curb appeal with so many benefits.

• An excellent choice for exteriors of residential or 
commercial buildings, providing a very low thermal 
conductivity, low moisture absorption, and are made in 
the USA.

• Width comes to 45.5” visible area, total 48” including 
tongue and groove, which are sprayed with polyurea for 
a waterproof connection, making total wall panel 
measurement 48” width, 120” height, and 3” thickness

• Designed to be impervious to the elements, fire 
retardant, mold resistant, energy efficient and easy to 
install to any building

• adding an additional R-value of 12 or more to the 
exterior of your walls

• Manufactured in a controlled environment for 
installation in an uncontrolled environment

• They can be repainted if you choose to change colors 
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