I: GLAZING MATERIAL

INNER OUTER INSULATED GLASS (THICKNESS VARIES)
.060” EXTRUDED
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LAMINATED 0 0O
TEMPERED & LAMINATED U] U] D
OVERALL GLASS THICKNESS 3/4" N S FASTENER SEALANT TAPE
1 L] \ \POLY THERMAL BREAK ﬁ
OTHERS .060” EXTRUDED CONDENSATION
ALUMINUM FRAME —— GUTTER
2. GLAZING COLOR {QYSTE‘I'\'IIEERRS)
(B oTHERS)
CLEAR U FLASHING CLEARANCE e
BRONZE N/A U IS .375”
LOW ”E” D
ARGON GAS FILLED W
3. FRAME FINISH OD CURB DIMENSION
MILL ]
BRONZE ANODIZED U]
ngS/#%MANCOODL%ED W ID SKYLIGHT DIMENSION

GLASS THERMALLY BROKEN FIXED CURB MOUNT

FOR CURB MOUNT SKYLIGHTS PROVIDE

OUTSIDE DIMENSION OF FINISHED CURB (MODEl_ GTCM)

QTY: 0D CURB = X *MINIMUM 3/12 PITCH REQUIRED*

QTY: OD CURB = X

QTY: OD CURB = X \‘

a oD euRe = " AMERICAN SKYLIGHTS
QTY: OD CURB = X
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