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BRACKET MOUNTING

bOOR NUMBER | oTY OPENING ACTUAL MODEL JAMB |[MOUNTING Lock | PANELS| PANELS| SECTION NUMBER OPEN FOR GLASS | j)[3-
WIDTH HEIGHT WIDTH HEIGHT W [S | M |ANGLE[BRKT WOE e T T 5456 7] 8 i
R
DISTR: RAYNOR
CONTR:
ARCH: NR: 290494
LOW HEADROOM FRONT TRACK
HEADROOM & SIDEROOM REQUIREMENTS:
BACKROOM
DUPLEX SPRINGS NOT AVAILABLE DOOR HEIGHT + 47 Additi | Head
3,70,, <9/‘44mm> Itrona eadaroom
DOUBLE SHAFT SPRINGS NOT AVAILABLE For Operator.
TROLLEY OPERATORS REQUIRE ADDITIONAL HEADROOM
GROOVED CABLE DRUM
' ON LIVE SHAFT HEADROOM
2” Track
127 (330.2
TORSION SPRINGS \ \ E’T&mk mm)
[] 10,000 CYCLE A T 2 14” (355.6mm)
[] 25,000 CYCLE == LT
[] 50,000 CYCLE
[] 100,000 CYCLE
[J 200,000 CYCLE HANGERS NOT SUPPLIED BY 15”(381mm>/
Center RAYNOR GARAGE DOOR CO. T
bearing
Cable Drum
Bracket
|8
LIFTING _—% | []®
CABLE
Minimum 127 Wide ) OPENING HIEGHT
] 27(50.8mm)
or .
] 37(76.2mm)
TAPERED TRACK
SPRING PAD BY OTHERS
(All Mounting pads Must be flush with Jambs) /IN
[] Steel Jambs (Minumum 5" Wide) Ib‘\%
%§®w [] CONTINUOUS i
[ Wood jambs (Minimum 2”x87) g \\\\\\Q \ ANGLE MOUNTING
N or
\\ [0 BRACKET MOUNT
OUTSIDE HOOK—UP
CONTINUOUS
ANGLE MOUNTING BRACKET\\\\\\\ﬂ_
VINYL ™~
WEATHERSEAL
HEADER 7

17 Shaft
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