EN THERMOPLASTIC MEMBRANE

6” (152mm) WIDE
PRESSURE—SENSITIVE
RUSS

VERSICO FASTENER &
SEAM FASTENING PLATE,
MAX. 12” (305mm) O.C.

PRE—APPLIED QUICK
APPLIED TAPE

TPO PRIMER

VERSIWELD
BONDING ADHESIVE

(DIMENSIONS | mm

(A |6 152 | TO
9" 229
1/8" 3 | MIN.
17 25 | MAX.
©) |12 305 | MIN.
D) |6 152 | MIN.
L@ 1-1/2"1 38 | MIN. )

HOT AIR WELD FLAP
IN STEP 7/

CUT AT 45°

NOTES:

1.

THE CUT SECTION OF VERTICAL
MEMBRANE WILL BE FOLDED
UNDER THE FIELD MEMBRANE AS
SHOWN IN STEP 4.

APPLY INSIDE CORNER IN
ACCORDANCE WITH VERSICO
DETAILS TPC—15.1 OR TPC—15.2.

HOT AIR WELD |

TPO N

FOLD
\_ UNDER

MEMBRANE

(6

ANY C-9
TERMINATION

Vo
VERSICO

ROOFING SYSTEMS

© 2012 VERSICO
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I - PO MEMBRANE

A — APPROVED SUBSTRATE

—+ SEE NOTE(S)

THERMOPLASTIC
ROOFING SYSTEM

\TPC-12.28)
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