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** NOTE TO SPECIFIER ** Spartan Wall Systems; temporary wall partitions.
This section is based on the products ofSpartan Wall Systems, which is located at:
515 S. 4th Ave. 
Mount Vernon, NY 10550
Toll Free Tel: 800-810-0065
Tel: 914-920-3232
Email: request info (sales@spartanwalls.com)
Web: https://spartanwalls.com  
 [ Click Here ] for additional information.
At Spartan Wall Systems, we have decades of experience in the construction industry, working with clients of all sizes. We know that the success of our business depends on reliable products and good relationships with our customers. That's why we prioritize finding cost-effective, creative solutions for the project in hand, supplying the highest quality materials and a hassle-free experience for our customer. Our superb wall systems are temporary, but our customer relationships last. Talk to us today about the project you have in mind.
PART  1   GENERAL
1.1  SECTION INCLUDES
A.  Reusable temporary containment walls. Rigid interlocking panels.
1.2  RELATED SECTIONS
** NOTE TO SPECIFIER ** Delete any sections below not relevant to this project; add others as required or delete as required.
A.  Section 05 12 13 - Architecturally-Exposed Structural Steel Framing.
B.  Section 06 10 00 - Rough Carpentry.
1.3  REFERENCES
** NOTE TO SPECIFIER ** Delete references from the list below that are not actually required by the text of the edited section.
A.  ASTM International (ASTM):
1.  ASTM E84.
2.  ASTM C645.
3.  ASTM A1003.
4.  ASTM A653.
5.  ASTM C1269.
6.  ASTM D1621.
B.  International Code Council (ICC):
1.  ICC-ES ESR 3089.
C.  New York City Building Code:
1.  NYC Building Code 3703.1.3.
D.  New York City Fire Code:
1.  NYC Fire Code 307.2.2.
E.  United States Food and Drug Administration
1.  Meets FDA USDA (US) and CFIA (CAN) requirements for walls
F.  Comply with all applicable codes and standards.
1.4  SUBMITTALS
A.  Submit under provisions of Section 01 30 00 - Administrative Requirements.
B.  Product Data:
1.  Manufacturer's data sheets on each product to be used.
a.  Complete listing and drawings of panel sizes, arrangements, and installations.
2.  Preparation instructions and recommendations.
3.  Storage and handling requirements and recommendations.
4.  Typical installation methods.
** NOTE TO SPECIFIER ** Delete if not applicable to product type.
C.  Verification Samples: Two representative units of each type, size, pattern, and color.
D.  Shop Drawings: Include details of materials, construction, and finish.
1.5  QUALITY ASSURANCE
A.  Manufacturer Qualifications: Company specializing in manufacturing products specified in this section with a minimum five years documented experience.
B.  Installer Qualifications: Company specializing in performing work of this section with basic carpentry skills and experience with projects of similar scope and complexity.
C.  Source Limitations: Provide each type of product from a single manufacturing source to ensure uniformity.
** NOTE TO SPECIFIER ** Include mock-up if the project size or quality warrant the expense. The following is one example of how a mock-up on might be specified. When deciding on the extent of the mock-up, consider all the major different types of work on the project.
D.  Mock-Up: Construct a mock-up with actual materials in sufficient time for Architect's review and to not delay construction progress. Locate mock-up as acceptable to Architect and provide temporary foundations and support.
1.  Intent of mock-up is to demonstrate quality of workmanship and visual appearance.
2.  If mock-up is not acceptable, rebuild mock-up until satisfactory results are achieved.
3.  Retain mock-up as a standard for comparison with completed work.
4.  Do not alter or remove mock-up until work is completed or removal is authorized.
1.6  PRE-INSTALLATION CONFERENCE
A.  Convene a conference approximately two weeks before scheduled commencement of the Work. Attendees shall include Architect, Contractor and trades involved. Agenda shall include schedule, responsibilities, critical path items, and approvals.
1.7  DELIVERY, STORAGE, AND HANDLING
A.  Store and handle in strict compliance with manufacturer's written instructions and recommendations.
B.  Protect from damage due to weather, excessive temperature, and construction operations.
1.8  PROJECT CONDITIONS
A.  Maintain environmental conditions (temperature, humidity, and ventilation) within limits recommended by manufacturer for optimum results. Do not install products under environmental conditions outside manufacturer's recommended limits.
1.9  WARRANTY
A.  Manufacturer's standard limited warranty unless indicated otherwise.
PART  2   PRODUCTS
2.1  MANUFACTURERS
A.  Acceptable Manufacturer: Spartan Wall Systems, which is located at:
515 S. 4th Ave. 
Mount Vernon, NY 10550
Toll Free Tel: 800-810-0065
Tel: 914-920-3232
Email: request info (sales@spartanwalls.com);Web: https://spartanwalls.com 
** NOTE TO SPECIFIER ** Delete one of the following two paragraphs; coordinate with requirements of Division 1 section on product options and substitutions.
B.  Substitutions: Not permitted.
C.  Requests for Substitutions: To be considered in accordance with Section 01 60 00 - Product Requirements, provisions.
** NOTE TO SPECIFIER ** Delete items below not required for project. Benefits: Bright Clean Appearance. Vastly reduces dust, Cost Effective, Lightweight, Quick Install, Maintenance Free, Insulate or subdivided Warehousing
D.  Reusable temporary containment walls. Rigid interlocking panels.
E.  Performance and Design Requirements:
1.  Wall Systems: Certified and complying with the following:
a.  NYC Fire Code 307.2.2.
b.  NYC Building Code 3703.1.3.
c.  Sound protections. Sound Attenuation STC Rating: _____.
d.  Fire Protection per ASTM E84; Class A rating.
e.  Wind Load: Rated for 95 mph.
f.  Interlocking Liner Panel:
1)  Meets FDA USDA (US) and CFIA (CAN) requirements for walls.
a)  Report No. 1 02457299COQ-001 by Intertek.
g.  Track:
1)  2.5 inch J T Rack: 20 Gauge
2)  Yield Strength Fy (KSI): 40 
3)  Meets ASTM C645 by Intertek (18 to 33 mil)
4)  Galvanized Sheet: Meets ASTM A1003 and ASTM A653.
2.  Custom Built: Adjustable.
a.  Wall Height: Up to 30 ft (9.144 m).
b.  Panel Sizes:
1)  Width: ____ inches (___ mm). Panels can be cut to size on site.
2)  Thickness: ____ inches (___ mm).
3)  Height: ___ inches (___ mm). 
4)  Weight: ___ lbs per sq ft (___ kg per sq m).
c.  Panels Sizes: As determined by the Architect.
d.  Panels Sizes: As determined by the Manufacturer.
3.  Doors: Commercially Standard.
a.  Door Types: ________
b.  Door Sizes (WxH): ___ x ___ inches (___ x ___ mm).
4.  Windows: Variable.
a.  Window Types: ________.
b.  Window Sizes (WxH): ___ x ___ inches (___ x ___ mm).
5.  Access: Key pad.
6.  Climate control.
7.  Hardware: As specified under Section 08 71 00 - Door Hardware.
8.  Hardware: As determined by the Architect.
9.  Hardware: As supplied by the manufacturer.
10.  Insulation: Faced rigid cellular polyisocyanurate thermal insulation board.
a.  Nominal Board Thickness: 1.5 inches (38 mm). R-Value: 9.8.
b.  Standards Compliance: ASTM C1269, ICC-ES ESR 3089.
c.  Compressive Strength per ASTM D1621: 25 psi.
F.  Additional Components: Fasteners, shoring, bracing, and safety features designed by the job site engineer to provide a structurally sound and safe temporary wall system installation.
PART  3   EXECUTION
3.1  EXAMINATION
A.  Do not begin installation until substrates have been properly constructed and prepared.
B.  If substrate preparation is the responsibility of another installer, notify Architect in writing of unsatisfactory preparation before proceeding.
3.2  PREPARATION
A.  Clean surfaces thoroughly prior to installation.
B.  Prepare surfaces using the methods recommended by the manufacturer for achieving the best result for the substrate under the project conditions.
3.3  INSTALLATION
A.  Install in accordance with manufacturer's instructions, approved submittals, and in proper relationship with adjacent construction.
3.4  FIELD QUALITY CONTROL
A.  Field Inspection: Coordinate field inspection in accordance with appropriate sections in Division 01.
** NOTE TO SPECIFIER ** Include if manufacturer provides field quality control with onsite personnel for instruction or supervision of product installation, application, erection, or construction. Delete if not required.
B.  Manufacturer's Services: Coordinate manufacturer's services in accordance with appropriate sections in Division 01.
3.5  CLEANING AND PROTECTION
A.  Clean products in accordance with the manufacturer's recommendations.
B.  Touch-up, repair or replace damaged products before Substantial Completion.
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